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The Thinklogical™ OriginKVM 41 is a high 
performance KVM switch that enables one user 
station to access and switch between four multi-
platform computers or servers. The OriginKVM 41 
improves operational productivity, from the 
simplest to the most complex requirements and for 
a variety of applications; such as 
hardware/software development and testing labs, 
network server management, and multi-
workstation operation.  

 
The OriginKVM 41 is a 1 user 4 CPU switch. This 
single user switch provides USB connectivity for 
users and targeted devices. The OriginKVM 41 
supports USB 2.0 up to  
480 mbps. In addition, it allows the user to switch 
the 3.5mm line in and line out audio along with 
USB 2.0 and DVI/HDMI.  Video intensive 
applications now benefit with OriginKVM 41’s DVI 
and HDMI support.  
 

From CPU: 
• Video Ports   HDMI (4) 
• USB Keyboard/Mouse USB B (4) 
• Audio Input   3.5mm (4)  

 
User Station: 
 
• Video for User Displays HDMI (1) 
• HID Keyboard/Mouse  USB A (4) 
• Audio Output   3.5mm (1) 

 
Power     On/Off Switch 
 
 
 
 
 

OriginKVM 41 
1 User, 4 CPU Switch 

 

TThhee  LLooggiiccaall  SSoolluuttiioonn  TThhee  SSyysstteemm  

TThhee  FFeeaattuurreess  CCooppppeerr  CCoonnnneeccttoorrss  

� Switches DVI/HDMI, USB and Audio line level 
� KVM switch with infrared and select switches 

on the front panel 
� 4 ports on the USB hub console side 
� Optional: Plug a Remote IR into the Serial 

interface 
� LEDS that indicate USB power, power from 

DVI/HDMI and selected port CPU LED 
� Internal universal power supply (universal 

country specific power cables available upon 
request) 

� BIOS level access 
� Uses standard IEC power cable  
� Support any mix of computers – UNIX, Linux, 

Windows NT, Windows 2000, Novel 4.x,                
or Open VMS 
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Supply Voltage 100 to 240 VAC, 50/60 Hz  
Operating Temp. 0°-50°C (32°-122°F) 
Humidity     5-95% RH, non-condensing 
Dimensions     Height: 1.640” (4.166cm) 
      Depth:  7.654” (19.441cm) 

    Width:  15.795” (40.119cm) 
    Weight: 4 lbs. (1.81 kg) 
    Shipping Weight: 16 lbs (7.26 kg) 

Power Consumption 15 watts 
Warranty 12 months from date of 

shipment.   
Extended warranties available 

 
 
 
 
 
 
 
 

 
 

 

SSppeecciiffiiccaattiioonnss  

BBaacckk  PPaanneell  ffoorr  tthhee  OOrriiggiinnKKVVMM  4411  

 Ordering Information 

Please contact a Thinklogical sales representative 
Thinklogical™ Direct Sales: 

100 Washington Street, Milford, CT 06460 
Phone: 1-800-291-3211 Fax: 1-203-783-9949 

(M-F 8:30am-5:30pm, EST) 
Email: sales@thinklogical.com 


